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Drywall Nails
For hanging drywall to wood studs, fastening plasterboard

to a supporting system, and nailing wood lath to wall studs

as substructure for plaster walls with drywall

FOR THE PROFESSIONAL USER used in construction, carpentry, and framing

Material Application
Used in construction, 

carpentry, and framing

“JIFFY”  F  A  S  T  E  N  E  R  S

Common Nails
Flat head, 3-4 times the diameter of the shank for

solid holding power. Used in construction, 

carpentry, and framing.

Sizes

1-1/4’’ – 3’’

Blued Panning Nails
For attaching drywall and plasterboard to

wood studs and sheet metal to panning

Sizes

1-1/4’’

FOR THE PROFESSIONAL USER

“JIFFY”  F A S T E  N  E  R  S

Sizes

¼x1-1/4’’ – 1/4x1-1/2’’

Electrogalvanized



Material Application
For hanging drywall to wood studs, fastening plasterboard

to a supporting system, and nailing wood lath to wall studs

as substructure for plaster walls with drywall

DRYWALL NAILS – Ring Shank, Electrogalvanized

Size Shank Coating 1 lb. Available 3 lb. Available 5 lb. Available Standard Package 

Quantities Available*

1-1/4’’ Ring Electrogalvanized Yes Yes Yes Yes

1-1/2’’ Ring Electrogalvanized Yes Yes Yes Yes

2’’ 9/16’’ 21/64’’ Coarse Zinc plated steel 3,000 Yes

½-13 ¾’’ 7/16’’ Coarse Zinc plated steel 1,200 Yes

5/8-11 15/16’’ 35/64’’ Coarse Zinc plated steel 600 Yes

¾-10 1-1/8’’ 41/64’’ Coarse Zinc plated steel 400 Yes

8x1-1/4 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 5,000 29

8x1-1/2 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 5,000 33

8x2 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 3,000 27

8x3 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 1,500 19



Material Application
For hanging drywall to wood studs, fastening plasterboard

to a supporting system, and nailing wood lath to wall studs

as substructure for plaster walls with drywall

COMMON NAILS

Penny Length Point 1 lb. Available 3 lb. Available 5 lb. Available Standard Package 

Quantities Available*

3D 1-1/4’’ Diamond Yes Yes Yes Yes

4D 1-1/2’’ Diamond Yes Yes Yes Yes

6D 2’’ Diamond Yes Yes Yes Yes

8D 2-1/2’’ Diamond Yes Yes Yes Yes

10D 13’’ Diamond Yes Yes Yes Yes

¾-10 1-1/8’’ 41/64’’ Coarse Zinc plated steel 400 Yes

8x1-1/4 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 5,000 29

8x1-1/2 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 5,000 33

8x2 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 3,000 27

8x3 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 1,500 19



Material Application
For attaching drywall and plasterboard to

wood studs and sheet metal to panning

BLUED PANNING NAILS

Size Head Size Tip 1 lb. Available 3 lb. Available 5 lb. Available Standard Package 

Quantities Available*

1-1/4’’ 19/64’’ Diamond Yes Yes Yes Yes

1-1/2’’ Ring Electrogalvanized Yes Yes Yes Yes

2’’ 9/16’’ 21/64’’ Coarse Zinc plated steel 3,000 Yes

½-13 ¾’’ 7/16’’ Coarse Zinc plated steel 1,200 Yes

5/8-11 15/16’’ 35/64’’ Coarse Zinc plated steel 600 Yes

¾-10 1-1/8’’ 41/64’’ Coarse Zinc plated steel 400 Yes

8x1-1/4 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 5,000 29

8x1-1/2 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 5,000 33

8x2 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 3,000 27

8x3 #8-18 ¼’’ A.F. #8 Head 0.164 Zinc 1,500 19


